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WELCOME ABOARD !

The DR401 is a french aircraft manufactured by 
Robin Aircraft.
We choose to model the 155 CDI version.
Aerobask is pleased to provide this aircraft for 
free to the X-Plane community.

We wish you happy flights !

Main features:
● Flight model tweaked by X-Aerodynamics, 

based on public data.
● Integrated Laminar Garmin G1000.
● Functional virtual 3D cockpit.
● High quality 3D model with high resolution PBR 

textures (4K) dedicated to X-Plane 11.
● FMOD Enhanced 3D system sounds.
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REQUIREMENTS & INSTALLATION

Installation
The Aerobask DR401 requires X-Plane 11.20+. 

Unzip the downloaded file and copy the directory into the "XP11/Aircraft/Aerobask" folder of your X-Plane 
installation (you may need to create the Aerobask folder)

Performance Optimization
Note :
- HDR must be activated in graphics options.

This product has been optimized for good performance. However, the aircraft uses several high definition 
textures (4K) for a high graphical quality.
For a great experience, we recommend a graphic card with at least 4 GB of VRAM.

If you use AI planes, select only default aircrafts to avoid conflicts or incompatibilities.

Recommended settings:
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SPECIFICATIONS

Source : http://www.robin-aircraft.com/en/our-planes/dr401-155cdi/

FOR SIMULATION ONLY!
DO NOT USE FOR REAL FLIGHT!



  

GARMIN G1000 by Laminar Research
This aircraft is equipped with the new Laminar’s G1000.

The Garmin G1000 is an advanced integrated flight instrument system that comprises two display 
units, serving as primary flight display, and multi-function display respectively. When combined, 
these units present flight instrumentation, position, navigation, communication and identification 
information to the pilot, replacing conventional flight instruments and avionics.

For details on the Laminar Research G1000, please refer to the X-Plane G1000 manual.
You find it the XP11/Instructions directory.
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EXTENDED RANGE TANK

The optional tank is located in the fuselage, aft of the rear seat. 
The fuel from the optional tank can be transferred into the main tank by pulling the
transfer valve control, located on the instrument panel.

Note : 
The main fuel tank must be empty enough to receive full quantity from the optional fuel tank.

7

Tank handle

Auxiliary tank

Main tank

FUEL QUANTITY



  

CHOCKS
The chocks are automatically removed when the battery is enabled.
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Click to the handle to open/close the canopy

CANOPY



  

NORMAL OPERATING SPEEDS
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Credits

Aircraft: Stéphane Buon (modelling, texturing)
Lionel Zamouth (scripting)
Cameron Garner (flight model)
Daniela Rodríguez Careri (FMOD sound design)

Liveries Jean-François Edange (liveries)

Owner's Manual
template: Mario Donick

Some 3D objects from BARANGER Emmanuel (helijah)

Many thanks to all our beta-testers!


